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STYLE EUROBUCKET
InS(I:ﬁES Sors]agg}tg PBr‘iJ Polyethylene Capacity Weight Urethane Capacity Weight Nylon Capacity Weight
(Mi"im?ters) |(Mir?é)s oy Z1 Tolerance + 3% (X::rr;gz) Z1 Tolerance + 3% (;?:rr;:z) Z1 Tolerance + 3% (:\?:rr;gz)
(Nominal) | Inc Cu. Ft. Cu. In. Cu. Ft. Cu. In. Cu. Ft.
oo | 2aa | 32 0092 | 24 | 165 | .0095 | .31 16,5 | .0095 | 0.29
Gaose | 312 | a2 0222 | .44 J 309 | 0231 | 58 | 399 | .0231 | 054
aaoao | 312 | 4 0240 | 46 | 432 | 0250 | 60 | 432 | .0250 | 056
el 4 5-1/2 0484 | .81 869 | .0503 | 1.07 | 869 | .0503 | 0.99
Cooaal| 4 5-1/2 0540 | 93 J 971 | o562 | 122 | o971 | .0562 | 1.13
vaoace | 412 | e-1r2 0717 128.9 | .0746 | 1.63 | 1289 | .0746 | 1.51
eaoae | a2 | 612 11003 180.2 | .1043 | 1.99 | 1802 | .1043 | 1.85
ooao | 5174 | 7316 1233 2215 | 1282 | 253 | 2215 | 1282 | 235
S| saa | 812 1984 356.6 | 2064 | 3.91 | 3566 | 2064 | 3.63
Sosie | 5-3/a | 8172 2242 4030 | 2332 | 436 | 403.0 | 2332 | 4.04

IMPORTANT: EuroBuckets are designed to replace Starco, Eurodet and other European manufactured elevator buckets.
However, projection and depth vary by manufacturer; and it is very important to match these dimensions for proper
clearance and capacity. Since Tapco EuroBuckets are a “cut down” version of our Super EuroBuckets, we require an
actual projection “B” and depth “C” dimension; or, the vertical spacing between buckets.

NOTE ON STYLE: For over fifteen years, Tapco has been providing low profile buckets to replace European style
buckets. These buckets have been a modification of our full sized CC-HD style. While the modified buckets performed
beyond expectations, Tapco realized there was still a need for a true European style bucket. In late 1999, we presented
our first EuroBuckets to the industry. These buckets, produced from new molds, are interchangeable with European
brands. Currently there are ten sizes in stock. Until all sizes are added to the EuroBucket line, we suggest using one
of the CC-HD low profile buckets to meet your needs. The combination of low profile and EuroBuckets gives Tapco
the widest range of nonmetallic European style buckets on the market. Please contact us with any questions about

interchangeability.

*Dimensions are averages of common buckets found in the industry and are not to be used for critical
applications. Contact Tapco for actual dimensions.
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